STRIPING & SIGNAGE
GENERAL NOTES

1. ALL SIGNING, STRIPING AND PAVEMENT MARKINGS SHALL BE IN ACCORDANCE WITH THE CALIFORNIA MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (CA MUTCD) DATED LATEST EDITION,  CALTRANS STANDARD PLANS LATEST EDITION, CALTRANS STANDARD SPECIFICATIONS AND THE SPECIAL PROVISIONS FOR THIS CONTRACT.
2. ALL SIGNS SHALL BE STANDARD SIZE UNLESS OTHERWISE NOTED ON THE PLANS. SIGNS SHALL BE INSTALLED ON TELESPAR STEEL POSTS PER CITY STANDARDS WITH ANCHOR BLOCKS, UNLESS OTHERWISE NOTED ON THE PLANS.
3. ALL STRIPES, SIGNS AND PAVEMENT MARKINGS SHALL BE REFLECTORIZED. STENCILS FOR PAVEMENT MARKINGS SHALL MATCH CALTRANS STANDARDS EXACTLY. ALL STRIPING AND MARKING DETAILS SHALL MATCH CALTRANS STANDARD PLAN DETAILS.
4. ALL CONFLICTING STRIPES AND PAVEMENT MARKINGS SHALL BE REMOVED BY SANDBLASTING OR GRINDING. CONFLICTING SIGNS AND RAISED PAVEMENT MARKERS SHALL BE REMOVED. ALL REMOVALS OF SIGNS AND MARKINGS SHALL BE THE RESPONSIBILITY OF THE DEVELOPER OR APPLICANT.
5. PAINTED TRAFFIC STRIPES AND PAINTED PAVEMENT MARKERS (IF ALLOWED) SHALL BE APPLIED IN TWO COATS. PAVEMENT MARKINGS SHALL BE APPLIED IN THERMOPLASTIC FORMAT UNLESS APPROVED OTHERWISE.
6. ALL REMOVED SIGNS SHALL BE SALVAGED AND DELIVERED TO THE CITY YARD AS DIRECTED BY THE CITY INSPECTOR ON THE JOB SITE.
7. RAISED PAVEMENT MARKERS SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH THE STRIPING DETAILS SHOWN ON THE SIGNING AND STRIPING PLAN. INSTALLATION SHALL BE COMPLETED WITHIN SEVEN WORKING DAYS OF ROADWAY STRIPING.
8. A TRAFFIC CONTROL PLAN IS REQUIRED FOR ALL SIGNING AND STRIPING WORK WITHIN THE ROADWAY AND MUST BE IN CONFORMANCE TO CA MUTCD LATEST EDITION.
