TRAFFIC SIGNAL
GENERAL NOTES

1. ALL WORK, MATERIAL AND EQUIPMENT SHALL CONFORM TO THE 2024 REQUIREMENTS OF THE STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION (CALTRANS) STANDARD PLANS AND SPECIFICATIONS AND THE SPECIAL PROVISIONS FOR THIS PROJECT.

2. ANY UTILITIES SHOWN ON THIS PLAN ARE CORRECT AND ACCURATE TO THE EXTENT OF AVAILABLE RECORDS AND KNOWLEDGE.  HOWEVER, THE CONTRACTOR IS REQUIRED TO TAKE STEPS TO ASCERTAIN THE EXACT LOCATION OF ALL UNDERGROUND FACILITIES PRIOR TO DOING WORK THAT MAY DAMAGE SUCH FACILITIES OR INTERFERE WITH THEIR SERVICE.  PHONE UNDERGROUND SERVICE ALERT AT (800) 227-2600, A MINIMUM OF TWO WORKING DAYS PRIOR TO THE START OF ANY EXCAVATION.

3. THE ENGINEER SHALL APPROVE THE EXACT LOCATION OF ALL EQUIPMENT PLACEMENTS IN THE FIELD PRIOR TO INSTALLATION.  CONTRACTOR SHALL POTHOLE CONFLICTING UTILITIES AS DIRECTED BY THE ENGINEER.

4. DETECTOR LOOP LOCATIONS SHALL BE VERIFIED IN THE FIELD BY THE ENGINEER OR HIS DESIGNATED REPRESENTATIVE BEFORE SAWCUTTING.  ALL LOOPS SHALL BE TYPE E, 6’ DIAMETER SPACED 10’ APART AND CENTERED IN THE LANE, UNLESS OTHERWISE SHOWN ON THE PLAN.  DETECTOR LOOPS ARE TO BE TESTED AND APPROVED BEFORE FILLING SAWCUTS.  INSTALL DETECTOR LOOPS 2’ PAST THE LIMIT LINE OR CROSSWALK UNLESS OTHERWISE INDICATED.

5. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS AND NOTIFY ALL UTILITY COMPANIES A MINIMUM OF 48 HOURS PRIOR TO THE START OF CONSTRUCTION.

6. ALL VEHICLE INDICATIONS SHALL BE 12” DIAMETER WITH METAL LOUVERED BACKPLATES, GLASS REFLECTORS AND GLASS LENSES, UNLESS OTHERWISE SHOWN.  SIGNAL SECTION HOUSINGS SHALL BE METAL.  ALL VEHICLE INDICATIONS (RED, YELLOW AND GREEN) SHALL UTILIZE LIGHT EMITTING DIODE (LED) SIGNAL MODULES.

7. ALL CONDUIT SHALL BE TYPE I, RIGID STEEL, UNLESS OTHERWISE NOTED.  NON-METALLIC CONDUIT SHALL NOT BE USED, EXCEPT FOR UTILITY SERVICE.  ALL CONDUITS UNDER PAVING SHALL BE INSTALLED WITHOUT OPEN CUTTING.

8. ALL PULL BOXES SHALL BE #5, UNLESS OTHERWISE SHOWN, AND SHALL HAVE A MAXIMUM SPACING OF 200’ BETWEEN PULL BOXES.

9. PEDESTRIAN INDICATION SHALL BE INTERNATIONAL SYMBOL AND UTILIZE LIGHT EMITTING DIODE (LED) MODULES.  PEDESTRIAN PUSH BUTTONS SHALL BE TYPE ‘B’ WITH INTERNATIONAL SYMBOL PLATE AND HAVE ADA PUSHBUTTONS.

10. SERVICE EQUIPMENT ENCLOSURE SHALL BE SEPARATED FROM THE CONTROLLER BY A MINIMUM OF 15 FEET, AND SEPARATED FROM ALL UTILITY POLES BY A MINIMUM OF 10 FEET, UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

11. TYPE V PHOTOELECTRIC CONTROL CONTRACTOR AND TEST SWITCH ASSEMBLY SHALL BE INSTALLED IN THE SERVICE CABINET.  PHOTOELECTRIC CONTROL CONTACTORS SHALL BE 60 AMP MERCURY FOR LUMINAIRES, AND 30 AMP MERCURY FOR STREET NAME SIGNS.

12. EACH NEW CONDUCTOR IN EACH NEW PULL BOX SHALL BE IDENTIFIED AS DETAILED IN THE CONDUCTOR SCHEDULE WITH A PERMANENT BAND IN PULL BOXES AND NEAR THE END OF EACH CONDUCTOR WHERE CONDUCTORS ARE TERMINATED.  PERMANENT IDENTIFICATION BANDS SHALL BE EMBOSSED ALUMINUM FOIL TYPE WITH PRESSURE SENSITIVE OIL RESISTANT BACKING.

13. ALL SPARES SHALL TERMINATE AT THE SIGNAL TERMINAL COMPARTMENTS AND IN THE CONTROLLER CABINET.  SPARES SHALL BE TAPED ON ONE END AND SHALL BE CONTINUOUS.

14. THE CONTRACTOR SHALL FURNISH AND INSTALL CONDUCTORS AND CABLES AS NEEDED TO PROVIDE THE INTENDED SIGNAL OPERATION, INCLUDING LOOP DETECTOR CABLES AND SIGNAL LIGHTING SERVICE WIRES NOTED ON THE PLANS.

15. ALL SALVAGED EQUIPMENT SHALL BE DELIVERED BY THE CONTRACTOR, TO THE CITY OF HEMET MAINTENANCE YARD; CONTRACTOR SHALL GIVE A 48-HOUR NOTICE TO THE CITY PRIOR TO ALL PICKUP AND DELIVERY DATES.

16. SPLICING OF THE CONDUCTORS IS NOT ALLOWED.

